
M-H #11 and #14 - PONY

Capacity: One 14 inch plow
Performance (Nebraska test no 401) 11.62 hp max. belt; 10.43 hp
max. drawbar; max. pull 1432 lbs at 2.57 mph (corrected to sea level
basis) 12.16 hp max. belt; 11.08 hp max. drawbar.
Engine: Continental Model N62, L-Head, 4 cylinders vertical, 2
3/8"x3 1/2"-1800 rated rpm. 2050 max. no-load rpm, 2000 to 2050
governed no-load rpm, displacement 62 cubic inches.
Service Data: Champion 18 mm spark plugs, part no. 18625A; 3
rings per piston, 2 compression 3/32", 1 oil 3/16".
Accessories:
*Auto-Lite Model GBM-4804-A5 generator standard equipment;
*Exide battery standard equipment;
*Marvel-Schebler Model TSV-16 carburetor, size 5/8";
*Continental built-in governor;
*Canadian Motor lamps;
*Donaldson Model A4151 air cleaner;
*Purolator Model 749 oil filter, cartridge no. P70;
*Rockford single-disc 2-piece clutch, part no. 6-1/2-RM;
*National radiator core, capacity 1 4/5 gallons;
*Fuel tank capacity 6.8 gallons;
*Motor Wheel front and rear wheels
*Timken front wheel, rear axle and transmission bearings.
Tires: Standard-8x24 rear, 4.00x15 front; Oversize-9x24 rear
Brakes: Two brakes located on bull pinion shaft, foot operated either
individually or simultaneously by interlocking.
Speeds:
*Standard tires-2.74, 3.59 and 7.00 mph, reverse 3.22 mph.
*Oversize tires-2.88, 3.77 and 7.35 mph, reverse 3.37 mph
Shipping Weight: 1450 lbs.;
Dimensions: Wheelbase 66"; height overall 60"; width overall, min.
56", max. 80"; rear wheel tread, min. 41", max 69"; cultivating
clearance 21" with standard tires or 21 1/2" with oversize tires;
*turning radius 8 1/2'
Power Take-Off (Optional) 1 1/8" 6 spline shaft, 534 RPM; spline
end 26 7/8" above ground, 1 1/4" right of centre line of tractor and
16" ahead of hitch point.
Pulley: (Optional) 6 x 5 1/2", 1990 rated rpm, 2155 governed no-load
rpm; belt speed 3130 fpm.
Lubrication: Crankcase capacity 4 quarts; transmission case
capacity 3 3/5 qts.;  final drive housing 1 1/2 qts.; 3/4 qt. added for
PTO and belt pulley.
Hydraulic Lift: (Optional) *Pesco pump; 2 1/2 gpm delivery at 1000
psi operating pressure; reservoir oil capacity 1 1/2 qts.
Double acting cylinder: 2" inside diameter; 5" piston stroke; max.
piston force 3140 lbs.; both push and pull variable stroke control;

cylinder length between pin centres 16";  7/8" diameter attaching pin

Massey-Harris #11 and #14 - Pony
1947    PGS1001        -   PGS1320
            PGA1001       -   PGA1002
1948    PGS1321        -   PGS4162
            PGA1003       -   PGA3514
            PGA1001A    -   PGA1570A
1949    PGA1571A    -   PGA10816A
1950    PGS4163        -   PGS4328
            PGA10817A  -   PGA13725A
1951    PGA13726     -   PGA18224
1952    PGA18225     -   PGA22006
1953    PGA22007     -   PGA22668
1954    PGA22669     -   PGA23853
 ----      PGA23854     -   PGA24048       S/N not used
1957    PGA24049     -   PGA24319        to use up stock
            *PGA : ajustable axle
            *PGS :  standard axle
made by Massey-Harris, Woodstock, CANADA

M-H #16 PACER

Capacity: Two 12 inch plows
Performance: Nebraska Test no. 531; 18.87 hp max. belt;  17.05 hp
max. drawbar; max. pull 2118 lbs. at 2.77 mph; (Corrected to sea
level basis) 19.19 hp max. belt; 17.31 hp max. drawbar.
Engine: Continental Model Y91, L-Head, 4 cylinders vertical, 2 7/8"
x 3 1/2"; 1800 rated rpm; 2050 max. no-load rpm, 2050 governed no-
load rpm; displacement 91 cu. in.
Service Data: Champion 18 mm spark plugs, part no. 8 Comm.; 3
rings per piston, 2 compression 3/32", 1 oil 1/4".
Accessories:
*Auto-Lite Model GHD-6001Z generator standard equipment;
*SAE-IM battery standard equipment;
*Marvel-Schebler Model TSX-541 carburetor;
*Novi or Pierce governor;
*Guide lamps;
*Donaldson Model A4152 air cleaner;
*Purolator Model PM708 oil filter, cartridge no. P70;
*Rockford single plate clutch, part no. CLA-1938-1AC;
*National radiator core, capacity 1 4/5 gals.;
*thermostat standard equipment;
*Fuel tank capacity 7.5 gallons;
*Motor Wheel front and rear wheels
*Timken front wheel and rear axle bearings;

*Timken and S.K.F. transmission bearings.
Brakes: Two brakes located on differential shafts, foot operated
either individually or simultaneously by interlocking.
Speeds: Standard tires-2.88, 3.77, and 7.35 mph, reverse 3.37 mph.
Shipping weight: 1930 lbs.
Dimensions: Wheelbase 72 3/8"; height overall 65 7/8"; width
overall min. 57", max. 78 1/2"; rear wheel tread min. 41", max. 69";
cultivating clearance 20 1/2"; turning radius 9 1/4'.
Power Take-Off (Optional) 1 1/8" 6 spline shaft, 540 RPM; spline
end 27 27/32" above ground, 1 5/16" right of centre line of tractor
and 9 5/8" ahead of hitch point;
Pulley: (Optional) 6 x 5 1/4"; 1990 rated rpm, 2265 governed no-
load rpm; belt speed 3125 pm.
Lubrication: Crankcase capacity 3 quarts; transmission case
capacity 3 qts.; each final drive housing 1 4/5 qts.; 3/4 qt. added for
PTO and belt pulley.
Hydraulic Lift: (Standard) Pesco pump; 3 gpm delivery at 1070 psi
operating pressure;  2 1/4" inside diameter;  5" piston stroke; max.
piston force 4260 lbs.; cylinder length between pin centres 16-21";
7/8" diameter attaching pin, mounted end and 11/16" rod end

Massey-Harris #16 Pacer
1954       PGA50001 - PGA51612
1955       PGA51613 - PGA52770
1956       PGA52771 - PGA53730
               *PGA : ajustable axle
made by Massey-Harris, Woodstock, CANADA

M-H #21 COLT

Capacity: Two 14 inch plows
Performance: Not tested at Nebraska
Engine: Continental Model F124, L-Head, 4 cylinders vertical, 3"x4
3.8";  1500 rated rpm. (drawbar), 1800 rated rpm (belt);  1720-1728
(drawbar), 1947-1955 (belt) governed no-load rpm;  max. rpm same
as governed no-load rpm;  displacement 124 cu. in.
Service Data: Auto-Lite, BT8 or Champion, 8 Comm. 18 mm spark
plugs; 4 rings per piston, 3 compression 1/8", 1 oil 1/4".
Accessories:
*Auto-Lite Model GHD-6001V generator standard equipment;
*Exide model SS-1 battery standard equipment;
*Marvel-Schebler Model TSX-34 carburetor, size 7/8";
*Novi Model 53032H governor;
*Guide lamps;
*Donaldson Model A5492 air cleaner;
*Purolator Model P-721 oil filter, cartridge no. 1003879M1;



*Borg & Beck 2 piece clutch, part no. 760261M91;
*Modine radiator core, capacity 3 gallons;
*Harrison thermostat standard equipment;
*Fuel tank capacity 13 gallons;
*own front and rear wheels
*Timken front wheel, rear axle and transmission bearings.
Tires: Standard-10x28 rear, 5.00x15 front (Std); 4.00x15 front (RT,
HA);  6.00x12 front (RS)
Brakes: Two brakes located on rear axle shaft, foot operated either
individually or simultaneously by interlocking.
Speeds: Standard tires-2.45, 3.51, 4.61 and 12.99 mph, reverse 2.45
mph.
Dimensions: Wheelbase 75 3/4" (Std), 82 1/2" (RT,RS), 87" (RT),
58 1/8" (RS), 591/8" (RT,RS,HA);  rear wheel tread min. 52", max.
52" (Std), 80" (RT,RS,HA), 88" with hub extension;  cultivating
clearance 19 3/8";
Power Take-Off (Optional) 1 3/8" 6 spline shaft, 551 RPM;  spline
end 24 3/4" (Std), 24 5/16" (HA), 24" (RT) above ground, 3 7/32"
left of centre line of tractor;
Pulley: (Optional) 9 1/2" x 6 1/4", 1224 rated rpm, 1325-1330
governed no-load rpm; belt speed 3044 fpm.
Lubrication: Crankcase capacity 5 quarts; transmission case
capacity 2 gallons;  each final drive housing 13 1/2 qts.;  3 1/2 qts.
added for PTO and belt pulley.
Hydraulic Lift: Standard on RT, RS, HA ; Optional on Std; Webster
model 2HC1A-3 pump;  7 1/4 gpm delivery at 1070 psi operating
pressure;  3" inside diameter;  6 3/16" piston stroke;  max. piston
force 4800 lbs.;  cylinder length between pin centres 15";  3/4"
diameter attaching pin.

Massey-Harris #21 Colt
1952       1001 -  1416
1953       1417 -  2669
made by Massey-Harris, Racine, Wis. USA

M-H #23 MUSTANG

Capacity: Two 14 inch plows
Performance: Not tested at Nebraska
Engine: Continental Model F140, L-Head, 4 cylinders vertical, 3
3/16"x4 3/8";  1500 rated rpm (drawbar), 1800 rated rpm (belt);
1720-1728 (drawbar), 1947-1955 (belt) governed no-load rpm;  max.
rpm same as governed no-load rpm;  23.91 rated hp at 1800 rpm;
displacement 140 cu. in.
Service Data: Auto-Lite, BT8 or Champion, 8 Comm. 18 mm spark
plugs; 4 rings per piston, 3 compression 1/8", 1 oil 1/4".
Accessories:

*Auto-Lite Model GHD-6001V generator standard equipment;
*Exide model SS-1 battery standard equipment;
*Marvel-Schebler Model TSX-34 carburetor, size 7/8";
*Novi Model 53032H governor;
*Guide lamps;
*Donaldson Model A5492 air cleaner;
*Purolator Model P-721 oil filter, cartridge no. 1003879-M1;
*Borg & Beck 2 piece clutch, part no. 760-261-M91;
*Modine radiator core, capacity 3 gals. (gas), 3 1/4 gals. (distillate);
*Harrison thermostat standard equipment;
*Hardy radiator shutter optional equipment;
*Fuel tank capacity main 13 gallons, reserve 1 gallon;
*own front and rear wheels
*Timken front wheel, rear axle and transmission bearings.
Tires: Standard-11x28 rear, 4.00x15 front (RT);  5.00x15 front (Std,
HA);  6.00x12 front (RS);  Oversize: 12x28 rear.
Brakes: Two brakes located on rear axle shaft, foot operated either
individually or simultaneously by interlocking.
Speeds: Standard tires-2.55, 3.66, 4.81 and 13.54 mph, reverse 2.55
mph.;   Oversize tires-2.64, 3.78, 4.97 and 14.01 mph, reverse 2.64
mph.
Dimensions: Wheelbase 76" (Std), 82 3/4" (RT,RS), 87" (HA);
height overall 56 1/2" (Std), 60 1/8" (RT), 58 3/8" (RS), 60 1/8"
(HA);  width overall 70 7/8" (Std), 93 1/4" (RT,RS,HA); rear wheel
tread min. 52", max. 52" (Std), 80" (RT,RS,HA), 88" with hub
extension;  cultivating clearance 20 3/8";
Power Take-Off (Optional) 1 3/8" spline shaft, 551 RPM;  spline
end 25 15/16" (Std), 24 ¼" (RT,RS,HA), above ground, 3 7/32" left
of centre line of tractor;
Pulley: (Optional) 9 1/2" x 6 1/4" ;  1224 rated rpm, 1325-1330
governed no-load rpm ; belt speed 3044 fpm.
Lubrication: Crankcase capacity 5 quarts; transmission case
capacity 2 gallons;  each final drive housing 13 1/2 qts.;  3 1/2 qts.
added for PTO and belt pulley.
Hydraulic Lift:  Standard on RT, RS, HA;  Optional on Std;
Webster model 2HC1A-3 pump;  7 1/4 gpm delivery at 1070 psi
operating pressure;  3" inside diameter;  6 3/16" piston stroke;  max.
piston force 4800 lbs.;  cylinder length between pin centres 15"; 3/4"
diameter attaching pin

Massey-Harris #23 Mustang
1952       1001 -  1665
1953       1666 -  4345
1954       4346 -  4552
1955 4553 -  4772
1956 4773 -  4832
made by Massey-Harris, Racine, Wis. USA

PAINT
Napa code Martin Senour: MH straw yellow:99L4341 MH red:
99n4763. The Original paint codes for the Massey Harris Red/Yellow
combination are as follows: Sherwin Williams: MH Red - JK-4036 -
R MH Straw Yellow - JK- 4649 Ditzler Paint: MH Red - DQE -
70364 MH Yellow - DQE - 80533 Note the Ditzler Numbers should
convert directly to PPG Paints.
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About grey Pony :

Probably 200 (?) grey Pony was made. They had a Massey-Harris-
Ferguson serial plate. The color was Grey and black with blue decals.

by
Robert Brochier

The Unofficial Harry Ferguson Web Page
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